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filled headed studs conforming fo
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* 3,0 ¢ XXS Pipe or Hex Coupler Nuts
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Galvanized after fabrication.
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NOTES

All other steel shapes and plates shall conform to the requirements of
AASHTO M 270 Grade 36 except angles shall conform to
AASHTO M 270, Grade 50.

Bolts, cap screws, and nuts shall conform to the requirements of
ASTM designation A 307 except for high strength bolts, nuts and washers
noted which shall conform to AASHTO M 164.

All bolts, nuts, cap screws, washers and lock washers shall be
galvanized according to AASHTO M 232.

All anchor devices and angles shall be galvanized after shop fabrication
gccording to AASHTO M 111 and ASTM A 385. Galvanized rail shall not
be painted.

For multi-span bridges, sufficient 4" x 6 x 1’=2"" galvanized
steel shims shall be provided to align rail between adjacent spans.

Cost included with Precast Prestressed Concrete Deck Beams (217 Depth)
Special.

The %7 ¢ high strength bolts used to connect the 6 x 4 x 3 angles
to the post shall be tightened according to Article 505.04(F)2)
of the Standard Specifications. The 17" ¢ high strength boits connecting
the angles to the concrefe shall be tightened to a snug Fit and given
an additional sy turn. The %" ¢ cap screws in bottom of posts shall be
tightened to a snug fit only.

Cost of reinstalling existing posts and rails, anchor devices and all
accessories shall be included with Precast Prestressed Concrete Deck
Beams (21" Depth) Special.

Remove and reinstall existing posts and existing rails.

For rail post spacing, see sheet 2 of 3.

Whenever the lower insert assemblies inlerfere with

strand locations, the #3 bars shall be cuf and adjusted
in order to allow raising or lowering of the lower

inserts.
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